Last Patch Gel

Last Patch™ Gel is an exterior grade, UV
stable stone repair compound for granite,
marble, travertine and other honed to polish
limestone surfaces. It is a truly unique
two-component system and can be used
indoors and outdoors, but its most distinctive
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value lies in its outdoor use, because of UV o
stable aesthetic patch which allows it to s =
withstand sun exposure without discoloring. : J

Product Information
« Mix Ratio = 1:1 by volume
- Set Time = 45 minutes @ 75°F /15 min w/accelerator
- Fast setting, quick traffic and scaffold time
- UV stable, Non Yellowing
« Exceptional strength and durability
« Slightly flexible to absorb movement in stone
+ Will cure at below-freezing temperatures with
Fast Patch Accelerator
« Hold through freeze-thaw/no shrinkage/no pop-offs
- Can be tinted with Liquid Tints or Powdered Tints or Dusts

Additional Information

« Interior or Exterior Applications

« Building facade repairs, chips, spalls and sign hold repairs
« Seams for countertop barbeque areas

« Patching face pins on stone panels

« Crack repair from hairline to % inch SN o S

« Surface patching to “Dutchman Joints”
« Monument repairs

- Countertop repairs

» Floor and tile restoration

« Crack repair in stone panels and sills

« Patching exterior pavers and steps
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For even faster

G set-times and colder
p= conditions use or
accelerator. Comes
in.5 0z or 20z
bottles.

Ideal for exterior granite and chip repair
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Product Description

A kit packaged exterior grade stone repair compound. Designed for addition of stone aggregate, overfill of patch
area, and grinding flush. This product exhibits far superior color stability and gloss retention when compared to

epoxy and polyester patching materials.

Mixed Properties

Mix ratio

Mixed viscosity at 75°F

Pot life at 75°F

Set time at 75°F

Set time at 75°F w/Accelerator
Dry grind

UV Testing

Mixed Properties

Strengths
Cohesive
Tensile
Compressive

Adhesive
(on academy black granite)

Tensile
Shear

Moduli
Cohesive
Tensile
Compressive

Elongation
Cohesive

Tensile
(at break)

Values

20z. kit packaged (use entire kit)
Metal containers 1:1 mix ratio (pint & quart cases)

Knife grade

2 minutes - Standard high speed version
45 minutes - Standard version

15 minutes

2 hours

QUV with SOLAR EYE

(Cycles; 4 hours condense @ 50°C, followed by 8 hours
UV-A-340 / 0.8 intensity / 60°C) total of 500 hours
Results: * No change in yellow index

* AE= 0.78
Test Methods
900 psi ASTM D-638
3,910 psi ASTM D-695
528.6 psi ASTM C-321
1,147 psi ASTM D-905
10,648 psi ASTM D-638
15,935 psi ASTM D-695
10.86% ASTM D-638

This information is furnished without warranty, representation, inducement, or license of any kind, except that it is accurate to the best of Bonstone Materials Corporation’s

(BMC) knowledge or obtained from sources believed by BMC to be accurate, and BMC does not assume any legal responsibility for use or reliance upon same. User must determine

if the product, process, or information described herein is suitable to the intended application. Before using any chemical, read its label and Material Safety Data Sheet.
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