


4. TECHNICAL DATA BONSTONE Crack Repair 28 (A-028/B-405)

Mixed Properties Values Test Methods

Mix Ratio: 2 parts A-028 to 1 Part B-405 by volume
5900 centipoise

Pot Life at 75°F: 80 minutes

Cured Properties

Initial set time at 75°F: 3 hours
Full cure time at 75°F: within 24 hours

Tensile Strength: 9,469 psi ASTM D-638
Tensile Modulus: 228,000 psi ASTM D-638
Tensile Elongation at break 5.5 % ASTM D-638

Compressive Strength: 13,010 psi ASTM D-695
Compressive Modulus: 327,000 psi ASTM D-695

Flexural Strength: 17,180 psi ASTM D-790
Flexural Modulus: 498,000 psi ASTM D-790

Shore D Hardness: 80 ASTM D-2240

Heat Distortion Temperature: 135 F ASTM D-648



4. TECHNICAL DATA BONSTONE Crack Repair 31 (A-031/B-404)

Mixed Properties Values Test Methods

Mix Ratio: 2 part A-031 to 1 part B-404 by volume

Viscosity, mixed, 75 F: 1520 centipoise

(Note: Every 15 degrees change in temperature either cuts in half or doubles the viscosity).

Pot Life at 75°F: 40 minutes

Cured Properties

Initial set time at 75°F: 3 hours

Full cure time at 75°F: within 24 hours

STRENGTHS

Tensile: 5,427 psi ASTM D-638

Compressive: 12,430 psi ASTM D-695

Flexural: 15,540 psi ASTM D- 790

MODULUS

Tensile: 230,000 psi ASTM D-638

Compressive: 324,000 psi ASTM D-695

Flexural: 463,000 psi ASTM D-790

ELONGATION

Tensile: Elongation at break 2.7% ASTM D-638

Shore D Hardness: 80 ASTM D-1706

Heat Distortion Temperature: 130°F ASTM D-648
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