Touchsto_ne"“
Dur 0]000)( SC Non-Sag Gel Epoxy

Duropoxi SC is a two-component, exterior grade,
non-sag gel epoxy. The 1 part A to 1 part B ratio
makes it easy to mix and use for job-site
applications. In addition, there is no shrinkage of
this system, which can contribute to adhesive
cracking and related pop-off issues.

Product Information

« Exceptional strength & durability

« Knife grade (non-sag) viscosity

« Easy 1:1 mix ratio

« Interior and exterior grade

« Water cleanup with scotch brite pad
+ Medium setup time 4 hours

« Can be tinted with Liquid Tints

App[ications Available In
« Spot bonding or troweling for stone lay-up AL E RIER] 2L A
- Setting stone countertops
- Tile setting
- Stone "Dutchman”
- Laminating stone to other construction materials
- General purpose adhesive for concrete, masonry,
stone, metal, wood, plastic
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Duropoxi SC

Product Description

A two-component, exterior grade, knife-grade epoxy. Tan color.

Mixed Properties Values

Mix ratio 1 part Duropoxi SC Part A,
to 1 part Duropoxi SC Part B by volume

Pot life at 75°F 2 hours

Cured Properties

Initial set time at 75°F 4 hours
Full cure time at 75°F 24 hours

Surface Preparation & Use

Use gloves, wear eye protection, and avoid skin contact. When grinding cured joints, wear a dust mask. Substrate
to be bonded must be completely dry and dust-free. Mix only the amount of epoxy that can be used in 15 minutes.
Avoid stressing joint before complete cure of epoxy. Mask areas that must be kept free of epoxy. Clean uncured
epoxy from tools with warm, soapy water. Remove cured epoxy mechanically.

Mixing instructions

All materials should be at or above 55°F. Combine the two ingredients at the following volume ratio: one part
Touchstone™ Duropoxi SC Part A to one part Touchstone™ Duropoxi SC Part B. Mix thoroughly-—- ingredients
must be blended homogeneously for proper cure.

Temperature dependency: Temperature will affect the working properties of the material. Approximately every
15°F results in doubling the speed of cure. Therefore, at 90°F the set time is cut in half, and at 60°F the set time is
doubled. Do not use on a substrate at a temperature below 55°F.

Coverage: Approximately 30 square feet per gallon when applied at 50 mils (1/16th of an inch). 231 cubic inches
per gallon.

Mixing instructions
Duropoxi SC is available in quarts and gallons. Shelf life is approximately one year if kept in unopened cans in a
dry area at 75F.

This information is furnished without warranty, representation, inducement, or license of any kind, except that it is accurate to the best of Bonstone Materials Corporation’s
(BMC) knowledge or obtained from sources believed by BMC to be accurate, and BMC does not assume any legal responsibility for use or reliance upon same. User must determine

if the product, process, or information described herein is suitable to the intended application. Before using any chemical, read its label and Material Safety Data Sheet.
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