
Fast Set Extreme is a knifegrade (non-sag) exterior epoxy and 
is suggested for fast setting or cold weather applications where
initial setting speed or use in cold temperatures is critical. Unlike
most epoxies, Fast-Set™ cures at below freezing temperatures. 
The cartridge system eliminates measuring and mixing the two
components.  Fast Set Extreme is easy to use and great for
assembly line epoxy fabrication.

• Re-attaching stone
• Setting cemetery markers
• Laminating
• Structural bonding and repairs of natural stone, concrete, 
   masonry, metals, wood, etc
• Anchoring of bolts, dowels, rebar, pins, etc
• Pick-proof sealant around windows, doors, lock-ups inside correctional facilities

• Mix Ratio = 1:1 by volume
• Set Time = 30 min @ 75°F
• Cures at below-freezing temperatures
• Very fast setting
• Exceptional strength and durability
• Knife grade (non-sag) viscosity
• Moisture tolerant
• High modulus
• Flowing grade system refer to Fast Set 41
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(BMC) knowledge or obtained from sources believed by BMC  to be accurate, and BMC does not assume any legal responsibility for use or reliance upon same. User must determine 

if the product, process, or information described herein is suitable to the intended application. Before using any chemical, read its label and Material Safety Data Sheet.
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Fast Set™ EXTREME
Product Description
Bonstone Fast-Set™ EXTREME is a 2-component, 100% solids, non-sag, knife-grade 
consistency, moisture-tolerant, high modulus, high-strength, structural epoxy adhesive. 
Fast-Set™ EXTREME is packaged for convenient handling in applications relating to  
contractor restoration, doweling, and general bonding. 

Mixed Properties Values 

Mix ratio 

Mixed viscosity at 75°F 

Pot life at 75°F 

Cured Properties

initial set time at 75°F 
90% of full cure time at 75°F 

Full cure time 

1 part Part a to 1 part Part B 

Knife Grade 

5 to 6 minutes

30 minutes
 2 Hours 
within 24 hours 

Test Methods Days cured
Strengths

compressive 8,713 psi aSTM D-695 7 days
Tensile 4,156 psi aSTM D-638 7 days

Flexural 7,955 psi aSTM D-790 7 days

Modulus
compressive 195,955 psi aSTM D-695 7 days

Tensile 805,093 psi aSTM D-638 7 days  

0.67% aSTM D-638 7 days
87 

Tensile elongation 
Shore D hardness 

Shear strength of limestone to limestone 
bond 

3,178 psi 

eXTreMe

Temp Set times

Below 40°F 8 hrs

40°F - 50°F 5 hrs

50°F - 60°F 

60°F - 70°F 

3 hrs
  

2 hrs

70°F - 80°F 30 min
80°F - 90°F 20 min
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