
 

 

                           

Step 1: Remove any 
loose granules of marble 

Step 2: Make cross hatch 
marks XXXXX on bonding 
areas to provide more 
grab into the stone. 
Dremel or grinder with 
diamond blade- pictures 
below 

Step 3: Use acetone and 
a rag to remove any 
stone dust remaining on 
surface 

Step 4: Dry fit you pieces 
and determine how to 
assemble. Bond base 
stone and mover you 
way up. To allow yourself 
more time use Duropoxi- 
Less time and faster cure 
use Glacier. 

Step 5: Use Duropoxi or Glacier 
“white color” to bond the stone 
together. Recess or tool back resin 
from the surface of the stone. 
Avoid squeeze-out on face of 
stone 

https://www.bonstone.com/shop/new-
construction/bonstone-duropoxi-epoxy/ 

https://www.bonstone.com/shop/counte
rtops/touchstone-glacier/ 

 

 
Step 6: Patch missing areas and 
patch bond joint to the surface 
with Historical Restoration 
Mortar (HRM) Neutral color- 7 lbs 
Kit 
https://www.bonstone.com/shop/new-
construction/bonstone-hrm/ 

 
Step 7: If you need to seal the 
stone use a breathable sealer- 
Hydro Seal 300 

https://www.bonstone.com/shop/new-
construction/hydro-seal-300/ 
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