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Product Instructions 
 

 
Single Cartridge Application Usage Instructions 

 

Safety 

When using any of our products, Bonstone recommends the use of appropriate safety apparel which 

includes gloves, masks, and safety glasses.  Be sure to review safety and technical data sheets. 

Materials Needed 

• Manual Single Cartridge Gun 

Steps  

1. Remove the plugs from the tip of the cartridge. Mark the A & B sides on both the plug and tube.  This will 

ensure the plug is inserted back into the correct side and will not be glued in place. Save for later.  

2. Place the cartridge into the dispensing gun.  

3. GENTLY squeeze the trigger until BOTH components are dispensing out of the cartridges (this procedure 

“takes up the slack” in the cartridges to ensure that the proper amounts of A and B will dispense at the 

same time; if this step is skipped, the product may not cure correctly!)  

4. Release the pressure on the trigger.  Remove any product that may have oozed out. 

5. Place the mixing nozzle on the end of the cartridge and secure in place. If supplied, use the retaining nut to 

secure. 

6. Optionally, clip the tip of mixing nozzle to desired thickness of bead (just like caulking tubes). For knife 

grade material you may need to clip the tip back most of the way to make it easier to dispense. For low 

viscosity products, you may not need to trim the tip at all.  

7. Begin dispensing. Discard the first 3”-6“of the dispensed product into a proper waste container. For lower 

viscosity products, 3” should suffice; for thicker products, up to 6” of material may need to be discarded. If 

the product is colored, you should be able to see a definite color change—this is an additional visual 

indicator that proper mixing is occurring. It is strongly recommended that you practice dispensing a bead 

and monitoring the point at which full cure is obtained, so you will know how much you need to dispense to 

ensure adequate mixing.  

8. If dispensing is momentarily stopped and the trigger pressure is released, you should not have to repeat 

Steps 3-8; however, if dispensing is stopped for longer than 3 minutes, and/or a new mix element is 

installed, then Steps 3-8 MUST be repeated. If this step is skipped, the product may not cure correctly!) 

9. When finished dispensing, remove the mixed element and discard. Remove the cartridge from the gun. 

Wipe off the tip with a clean cloth.  

10. Replace the plugs from Step 1. Be sure to match the A plug with the A tube, and the same with the B. If 

mixed up (A tip on B tube for instance), they WILL be glued in place.  

11. Alternatively, the mix element can simply be left in place—the adhesive will cure in the mix element, and 

effectively “cap” the cartridge. When ready to use the cartridge again, simply remove the now gelled mix 

element, and begin again at Step 2. 

http://www.bonstone.com/

